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CABINET LOUDSPEAKERS 
PS Plastic cabinet Speakers

Plastic enclosure loudspeakers with built-in 100V line transformer.

Neutral design round  plastic enclosure  cabinet loudspeaker with steel grill. 

Built-in 100V transformer. Designed for mounting on  horizontal or vertical surface.  

Excellent speech intelligibility and background music reproduction. 
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PC 6

Rated power 10 W
Transformer power taps 10 W - 5 W - 2,5 
Sensitivity 93 dB (1 W/1 m)

Maximum SPL 114 dB at 1425 Hz

Frequency response 80 Hz –18 kHz

Dispersion at 1000 Hz 180° conical

Driver size 6”  (152mm) 

Dimensions ø 255 mm x 80 mm

Weight 1,3 kg

Material ABS plastic

Colour White  (RAL 9016)
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Technical Specifications PS 6

Rated power 10 W

Transformer power taps 10 W - 5 W - 2,5 W

Sensitivity 93 dB (1W / 1m)

Maximum SPL 104 dB (Pmax / 1m) at 1425 kHz

Frequency response 80 Hz - 18 kHz

Dispersion at 1000 Hz 180° Conical

Driver dimensions 6” (152 mm)

Dimensions ø 255 mm x 80 mm

Weight 1,3 kg

Material ABS plastic

Colour White (RAL 9016)
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